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Package and Delivery 
FluxSorb RG can be delivered in bulk bags.

High Quality, Domestically 
Manufactured Granular Activated 
Carbons Engineered For 
Treatment of Contaminated Soils, 
Sediments, and Water

FluxSorb RG products are produced from locally-sourced 

feedstocks and activated under carefully controlled 

conditions to create optimal pore volume and properties 

specially designed for enhanced treatment of contaminants. 

The physical and chemical characteristics of FluxSorb RG 

products are suitable for use as effective adsorptive media 

for in-situ or ex-situ remediation applications.

Typical Properties
Moisture (as packed) 5% maximum by weight 

Apparent Density   0.3-0.6 g/cc

Ball Pan Hardness 75% minimum

We reserve the right to amend any specification without notice.

FluxSorb™ RG 

▪ PFAS (per-and-polyfluoroalkyl

substances)

▪ Volatile organic compounds (VOC)

▪ Chlorinated solvents

▪ Polychlorinated bephenyls (PCBs)

▪ Petroleum hydrocarbons like;

benzene, toluene, ethylbenzene, and

xylene (BTEX)

▪ Power plant coal combustion

residual (CCR) inorganics

▪ Fast Kinetics: Quickly achieves

treatment targets through adsorption

▪ Safe Chemistry: Avoids use of

hazardous chemistries

▪ Minimizes undesirable Reactions:

Minimized undesirable byproduct

mobilization

▪ Compatible Amendment: Easily

integrated into a combined remedy

with synergistic chemistries and

amendments

▪ Adaptable Solutions: Adaptable to

many implementations including

sediment caps, permeable reactive

barriers, and pump-and-treat systems

Product Benefits

What it Captures 


