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M-Prove�

M-Prove is an alternative to typical bromine- based fuel

additives. Typical injection rates are 8-10 times less than

bromine-based fuel oxidant additives. Mitigate plant

halogen corrosion impacts of typical bromine-based coal

treatments.

It has been designed to enhance the kinetics of mercury 

capture in flue gas of units burning all fuels.

M-Prove minimizes ancillary halogen emission in stack,

fly ash & waste water.

The information contained herein is believed to be accurate as of the date hereof and is provided "AS IS" with all faults, and the entire 
risk associated with such information is entirely with the user. We reserve the right to amend any specifications without notice. Updated 9.2.25

Package and Delivery 
M-Prove can be delivered in 3,500 pound totes or 40,000

pound bulk trailers.

▪ Mercury

▪ Designed specifically for superior
mercury capture in coal-fired flue
gases

▪ Reduced injection rates compared

to bromine-based fuel additives

▪ Lower residual mercury emissions

▪ Enhanced active process control

▪ Reduced corrosion and other

balance of plant impacts

▪ Improved fly ash compatibility

▪ Backed by Arq’s mercury control
expertise

M-Prove is a patented liquid, coal
additive product for enhanced
mercury oxidation and removal in
coal-fired boilers

Product Benefits

What it Captures 

Product Specifications
Density 1.55 g/cm3

pH: 7 - 11

We reserve the right to amend any specification without notice.


